A4/ 07.17

|
| <C
IO
|
| -
[='=
bk
)
d &
o
<L
{ O
e
P
o
W
(&)
L 2
2 -
. <
=
=
©
=
L=
(-
L
(&)
I

=
[

A

ZERTIFIKAT & CERTIFICATE
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Product Service

CERTIFICATE

No. Z2 053696 2263 Rev. 00

Holder of Certificate: KOMPAN A/S
C.F. Tietgens Boulevard 32C
5220 Odense S@
DENMARK

Certification Mark:

EN1176

tuv-sud.com/ps-cert

Product: Seesaws

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition the certification holder must not transfer the certificate to
third parties. See also notes overleaf.

Test report no.: 713127108-46

Valid until: 2023-11-14

Tt

Date, 2018-11-21 ( Tobias Hofmann )
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ZERTIFIKAT & CERTIFICATE

Product Service

CERTIFICATE

No. Z2 053696 2263 Rev. 00

Model(s): ELE400021, ELE400022, KPL111, KPL112,
KPL116, KPL117, KPL118, M14172, M14374,
M14701, M15525, M17601, M18110, M18201,
M18301, M18601, M18670, M18671, M18701,
M18770, M18771, M19301, NAT103, NAT104

Parameters:

Springriders:
18 mm steel spring. Body made of 19 mm HDPE plates or PE rotary molded body,
19 mm PP plates with foamed core or rotary molded HDPE body.

Seesaws:

Shock absorbed construction with 18 mm steel spring or rubber damping.

Beams of @76 x 3.65 mm tube or 2.5 mm steel profile. Body made of 19 mm HDPE plates,
19 mm PP plates with foamed core or rotation molded HDPE body.

Tested DIN EN 1176-1:2017
: _ EN 1176-1:2017
according to: DIN EN 1176-6:2017

EN 1176-6:2017

Production 063062
Facility(ies):
NG
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